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No. 8/457/W/2024-25/MW-(C0H)
Govt. of India
Archaeological Survey of India
Ranchi Circle, Jain Villa, Near Guru Nanak School
P.P. Compound Ranchi-834001

NOTICE INVITING TENDER

On Behalf of the President of India, the Archaeological Survey of India, Ranchi Circle is
inviting Tender for execution of following work:

Name of Work: Minor Civil And Electric Works ( Conservation Of Ancient Monuments)
Development & Upgradation of Pathway, Dwarf wall, grill fencing of Ancient Shiva
Temple at Khekhparta Distt.- Lohardaga.

The related information and the tender form may be obtained /downloaded from Central
Public Procurement e-Portal https://eprocure.gov.in/eprocure/app and eligible bidders may
upload their tender documents online only at CPP Portal.

2 (Dr. Karabi Saha)
Superintending Archaeologist
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REQUEST FOR PROPOSAL

Minor Civil And Electric Works ( Conservation Of Ancient Monuments) Development &
Upgradation of Pathway, Dwarf wall, grill fencing of Ancient Shiva Temple at

Khekhparta Distt.- Lohardaga.

REFERENCE NO: No. 8/457/W/2024-25/MW-(Con)

MINISTRY OF CULTURE
ARCHAEOLOGICAL SURVEY OF INDIA
RANCHI CIRCLE
RANCHI

\({ /’ GOVERNMENT OF INDIA

) &

.'r?.
- EL



Section — 1

Table — A: Time and Work Frame

Minor Civil And Electric Works ( Conservation Of Ancient Monuments)
Development & Upgradation of Pathway, Dwarf wall, grill fencing of Ancient Shiva
Temple at Khekhparta Distt.- Lohardaga
Manual bids shall not be accepted.

CRITICAL DATE SHEET

Minor Civil And Electric Works (
Conservation Of Ancient Monuments)
1. | Name of Work: Development & Upgradation of Pathway,
Dwarf wall, grill fencing of Ancient Shiva
Temple at Khekhparta Distt.- Lohardaga

2. | Estimated Cost: Rs. 47.43,694.00
3. | EMD: Rs. 94.874.00
4. | Probable time of Completion 180 Days

5. | Date of issue/ Publish date of Tender : 25.03.2025

6. | Bid Document Download/ Sale Start Date | 25.03.2025 at 10:00 hrs.

7. |Date of Pre Bid Conference For | N.A.
clarifying issues and doubts, if any, about
specification of material and services
projected in Bid document :

8. | Start date for submission of filled—in | 25.03.2025at 10:30 hrs.
tender document/ Bid Submission Start

Date :
9. | Bid submission End Date 14.04.2025 at 18.00 hrs.
10. | Bid Opening Date : 16.04.2025 at 11.30 hrs.

I1. | Date of meeting with Bidders. post | N.A
Financial Bid opening for Document

Verification :
12. | Validity of Bid : 60 Days
13. | Address for communication:- Superintending Archaeologist,

Archaeological Survey of India,

Ranchi Circle, Jain Villa, Near Guru Nanak
School, P.P. Compound, Ranchi — 834001
E-mail: circleran.asi@gmail.com

Website: https://www.asiranchicircle.in
Call us: 0651-2330748, 0651-2331939




No. 8/457/W/2024-25/MW-(Con)
Govt. of India
Archaeological Survey of India
Ranchi Circle, Jain Villa, Near Guru Nanak School,
P.P. Compound, Ranchi — 1

OPEN TENDER NOTICE
(Two Cover System- Technical Bid & Financial Bid)

On behalf of the President of India, the Superintending Archaeologist, Ranchi Circle, Ranchi
invites online item rate E-Tender with specification from contractors registered with CPWD, Railways,
P. & T. Department, M.E.S., Local PWD, Irrigation Department or reputed and duly registered
firm/agency under companies Act, 2013 etc, having experience of similar kind of services with
documentary proof. The tenders can be uploaded upto 06.00 P.M. by 14.04.2025, which will be opened
on 16.04.2025 at 11.30 A.M. in the office of the Superintending Archaeologist, ASI, Ranchi Circle, P.P.
Compound, Ranchi.

Name of work : Minor Civil And Electric Works ( Conservation Of Ancient
Monuments) Development & Upgradation of Pathway, Dwarf wall,
grill fencing of Ancient Shiva Temple at Khekhparta Distt.-

Lohardaga.

Estimate Cost: : Rs.47,33,694/- (Rupees Forty seven lakh thirty three thousand six
hundred ninety four ) only .

Earnest Money: ‘Rs. 94,874/- (Rupees Ninety four thousand eight hundred seventy four)
only.

SLNo. Item of work Quantity

Dismantling steel work in single sections including dismembering and stacking | 1230 Kg
1. within 50 metres lead in channels, angles, tees and flats with all complete.

Dismantling dressed stone work ashlar face stone work, marble work or precast | 2.75 cum
concrete work manually / by mechanical means including stacking of serviceable

% and disposal of unserviceable material within 50 metres lead as per direction of

Engineer -in- charge in cement mortar with all complete.

Stone work in plain ashlar in super structure upto floor five level in cement mortar | 12.84 cum
3 1:6(1 cement: 6 coarse sand) including pointing with cement mortar 1:2 (1 white

cement:2 stone dust) with an admixture of pigment matching the stone shade Red
sand stone with all complete.

Demolishing cement concrete manually by mechanical means including disposal of | 2.95 cum
4. material within 50 metres lead as per direction of Engineer — in — charge nominal
concrete 1:3:6 or richer mix (including equivalent design mix) with all complete .

Providing and laying in position cement concrete of specified grade excluding the | 9.06 cum
cost of cantering and shuttering -All work up to plinth level 1:2:4 (1 cement :2
coarse sand (Zone-IIT) derived from natural sources : 4 graded stone aggregate 20
mm nominal size derived from natural sources) with all complete .

| ———=—==Provision for re -fixing of grill in proper place after completing of stone masonry | 15.00 each
1@ 7, phadw with all complete.
NP

Pr of providing an lying 50 mm thick granite flag stone (0.45-0.60 X 0.60- | 92.45 sqm
" 0.80 using 20mm thick 20mm thick lime Surkhi mortar(1:1:1)( 1: Lime,l:
) surkh{ =1 #and) with mixing of molasses, balgiri etc.in proportionate ratio with all

comp %.

Eart in excavation by mechanical means (Hydraulic excavator)/ manual | 42.52 cum
meaAg®y/foundation trenches or drains (not exceeding 1.5m in width or 10

8. SgH plan), including dressing of sides and ramming of bottoms, for all lift,

g getting out the excavated soil and disposal of surplus excavated soil as

:?1’ of Ingia, R9 gisected, within a lead of 50m in all kind of soil with all complete

"1 Dismantling old plaster or skirting raking out joints and cleaning the surface for | 214.96 sqm
9. plaster including disposal of rubbish to the dumping ground within 50 metres lead.
With all complete.




10.

Provision for applying 20mm cement plaster 1:6(1: cement ,6 :core sand) with all
complete.

346.54 sqm

11.

Dismantling roofing including ridges, hips, valleys and gutters etc. and stacking the
material within 50 metres lead of G.S sheet with all complete.

108.16 sqgm

12.

Providing corrugated G.S. Sheet roofing including vertical/ curved surface fixed
with polymer coated J or L hooks, bolts and nuts 8 mm diameter with bitumen and
G.I limpet washers or with G.I limpet washer filled with white lead, including a coat
of approved steel primer and two coats of approved paint on overlapping of sheets
complete (up to any pitch in horizontal/ vertical or curved surfaces), excluding the
cost of purlins, rafters and trusses and including cutting to size and shape wherever
required 0.80 mm thick with Zine coating not less than 275 gm/m2 with all
complete.

129.16 sqm

13.

Designing, providing, installing and fixing factory finished custom designed cold
form light Gauge Steel Framed super structure comprising of steel wall panel,
trusses, purlins etc manufactured out of minimum 0.75mm thick steel sheet as per
design requirements. The steel sheet shall be galvanized(AZ -150 gms Aluminium
Zinc Alloy coated steel having minimum yield strength 300-550 Mpa) conforming
to AISI specifications and IBC 2009 for cold formed steel framing and construction
and also as per IS :875-1987, ISO 800- 1984 and IS:801 — 1975. The wind load shall
be as per provisions of IS 875 (part - I1I).LGSFS frame shall be designed as per
1S:801 using commercially available software such as frame CAD Pro -
11.7/STAAD PRO -V8i/Architek V2.5.16/Revit architecture -2011 or equivalent.
Proper usage of Connection Accessories like Heavy Duty Tension Ties, Light Duty
Hold- ons, Twist Straps (to connect truss with wall frames, Strong Tie, Tie Rod , H-
Brackets, Boxing Sections, L-Shaped Angles for better structural stability.
The framing section shall be cold form C-types having minimum web depth 89 mm
x 39 mm flange x 11 mm lip in required length as per structural design requirement
duly punched with dimple / slot at required locations as per approved drawings. The
slots will be along centre line of webs and shall be spaced minimum 250 mm away
from both ends of the member. The frame can be supplied in panelized or knock
down condition in specific dimensions and fastened with screws extending through
the steel beyond by minimum of three exposed threads. All self drilling tapping
screws for joining the members shall have a Type II coating in accordance with
ASTM B633 (13) or equivalent corrosion protection of gauge 10 & 12 ,TPI 16 & 8
of length 20 mm. The frames shall be fixed to RCC slab or Tie Beam over Neoprene
rubber using self expanding carbon steel anchor bolt of dia as per approved
drawings. Design subject to minimum 12 mm diameter and 121 mm length
conforming to AISI 304 and 316 at 500 mm C/C with minimum embedment of 100
mm in RCC (RCC to be paid separately) and located not more than 300 mm from
corners or termination of bottom tracks complete in all respects. The item also
pd ludes the submission of stability reports duly examined and issued by any NIT/
~Whe rate includes the concept design, detailed design, fabrication of sections,
tion, installation and all required fixing arrangement at site as described
abave with all complete

21.00 sqm

Proyidir F ridges or hips of width 60 cm overall width plain G.S. sheet fixed with
polymer| coated J or L hooks, bolts and nuts 8 mm dia G.I. limpet and bitumen
waghiers complete 0.80 mm thick with zinc coating not less than 275 gm/m2 with all
complete.

13.80 rmt

| ey of indie. )

/Ié\é'fpolishing brick. work manually/ by mechanical means including stacking of
KServiceable material and disposal of unserviceable material within 50 metres lead as
fpﬁr direction of Engineer- in-charge in cement mortar with all complete.

2.64 cum

16.

Brick work with common burnt clay F.P.S .(non modular)bricks of class designation
7.5 in superstructure above plinth level up to floor V level in all shapes and sizes in
Cement mortar 1:6 (1: cement: 6 coarse sand) with all compete .

20.44 cum

17.

Providing and fixing double scaffolding system ( cup lock type ) on the exterior side
of building/ structure, upto 25 metre height, above ground level, including additional
rows of scaffolding in stepped manner as per requirement of site, made with 40mm
dia M.S tube, placed 1.5 metre centre to centre, horizontal & vertical

tubes joint with cup & lock system with M.S Tubes, M.S Tube challis, M.S. clamps
and staircase system in the scaffolding for working platform etc. and maintaining it
in a serviceable condition for execution of work of cleaning and / or pointing and /or
applying chemical and removing it thereafter. The scaffolding system shall be

stiffened with bracings, runners, connecting with the building etc. wherever

412.00 sqgm
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required, if feasible, for inspection of work at required locations with essential safety
features for the workmen etc. complete as per directions and approval of
engineer-in-charge with all complete

18.

Dismantling tile work in floors and roofs laid in cement ortar including stacking
material within 50 metres lead for thickness of tiles above 25mm and up to 40mm
with all complete.

78.64 sqm

19.

Providing and fixing 1st quality ceramic glazed wall tiles conforming to IS : 15622
(thickness to be specified by the manufacturer), of approved make ,in all colours,
shades except burgundy, bottle green, black of any size as approved by Engineerin -
Charge, in skirting, risers of steps and dados, over 12mm thick bed of cement mortar
1:3 (1 cement :3 coarse sand) and jointing with grey cement slurry @ 3.3kg per sqm,
including pointing in white cement mixed with pigment of matching shade
complete.

56.02 sqm

20.

Providing and laying Ceramic glazed floor tiles of size 300x300 mm (thickness to be
specified by the manufacturer) of 1st quality conforming to IS : 15622 of

approved make in colours such as White, Ivory, Grey, Fume Red Brown, Laid on
20mm thick cement mortar 1:4 ( 1 cement:4 coarse sand ), Jointing with grey
cement slurry @3.3 kg/ sqm including pointing the joints with white cement and
matching pigment etc. complete

19.42 sqm

21.

Providing and laying vitrified floor tiles in different sizes (thickness to be specified
by the manufacturer) with water absorption less than 0.08% and conforming to IS:
15622, of approved make,in all colours and shades , laid on 20mm thick cement
mortar 1:4 ( 1 cement : 4 coarse sand ), jointing with grey cement slurry @ 3.3 kg/
sqm including grouting the joints with white cement and matching pigments etc.,
complete.

31.30 sqm

22.

Disposal of building rubbish/ malba/similar unserviceable, dismantled or waste
materials by mechanical means, including loading, transporting, unloading to
approved municipal dumping ground or as approved by Engineer -in — charge,
beyond 50 m initial lead, for all leads including all lifts involved.

59.06 cum

23.

Removing white or colour wash by scrapping and sand papering and preparing the
surface smooth including necessary repairs to scratches etc. complete.

483.63 sqm

24.

Providing and applying plaster of paris putty of 2mm thickness over plastered
surface to prepare the surface even and smooth complete.

791.84 sqm

25.

Distempering with Ist quality acrylic distemper ( ready mixed) having VOC content
less than 50 gram/litre, of approved manufacturer and of required shade and colour
all complete to achieve even shade and colour new work ( two or more coats ) over
and including water thinnable priming coat with cement primer having VOC content
less than 50 gram/litre with all complete

409.77 sqm

26.

Finishing walls with 100% premium acrylic emulsion paint having VOC less than
50 gm/ litre and UV resistance as per IS 15489:2004, Alkali & fungal resistance, dirt
resistance exterior paint of required shade (company Depot Tinted) with silicon
additives (Two or more coats applied@ 1.43 litre/10 sqm. Over and including
priming coat of exterior primer applied @ 0.90 litre/ 10 sqm With all complete.

481.36 sqm

27.

Painting with synthetic enamel paint of approved brandand manufacture to give an
even shade with all complete.

26.14 sqm

28.

Providing and laying non- pressure NP2 class ( light duty) R.C.C pipes with collars
jointed with stiff mixture of cement mortar in the proportion of 1:2 ( 1 cement :2
fine sand ) including testing of joints etc. complete. 300mm dia R.C.C pipe with all
complete. :

4.00 rmt

29.

Providing and fixing PVC Door frame of size 50x47 mm with a wall thickness of
Smm (+ 0.2 mm), made out of single piece extruded PVC profile, with mitred cut
joints and with 2 nos of PVC bracket of size 190mm_x100 mm long arms of cross
section size 35 X 15 mm & self driven self tgpifigsase xyertical door profiles
to be reinforced with 40 x 20 mm M.3 Te€tans »i W B8mm, including
providing EPDM rubber gasket wea s e, including
jointing Smm PVC frame strip with PYAZsg f the profile
The door frame to be fixed to the yyaf '

complete, all as per manufacturer’s spg 4‘1
in-charge. With all complete

22.20 rmt

35mm thick factory made Solid panel\\w-’ Door shutter, made oft.pf/single piece
extruded solid PVC profiles, 5 mm (+ ) thick, having sty rails (except
lock rail) of size 95 mm x 35mm x 5 yont of which all be flat and

8.29 sqm

SUvey of 1ndR.*




20mm shall be tapered ( on both side), having one side thickness of 15mm integrally
extruded on the hinge side of the profile for better screw holding power, including
reinforcing with MS tube of size 40mm x 20mm x1mm, joints of styles & rails to be
mitered cut & joint with the help of PVC solvent cement, self driven self

tapping screws & M.S rectangular pipes bracket of size 190mm x100 mm of cross
section size 35 mmx 17mm x 1 mm at each corner. Single piece extruded Smm thick
solid PVC Lock rail of size 115 mm x 35 mm, out of which 75mm to be flat and 20
mm to be tapered at both ends , having 15 mm solid core in middle of rail section
integrally extruded, fixing the styles & rails with the help of solvent and self driven
self tapping screws of 125 mm x 11 mm, including providing 5 mm Single piece
solid PVC extruded sheet inserted in the door as panel, all complete as per
manufacturer’s specification and direction of Engineer -in- Charge. Decorative
finish (wood grained finish) with all complete.

Providing and fixing M.S grills of required pattern in frames of windows etc. with | 36.00 kg
M.S . flats, square or round bars etc. including priming coat with approved steel
primer all compete fixed to openings/wooden frames with rawl plugs screws etc.
with all complete

31.

Providing and laying in position specified grade of reinforced cement concrete , | 1.31 cum
excluding the cost of centering, shuttering, finishing and reinforcement —All work up
32, to plinth level 1:2:4 (1 cement : 2 coarse sand (zond-III) derived from natural
sources :4 graded stone aggregate 20 mm nominal size derived from natural

sources) with all complete.

Centering and shuttering including strutting, propping etc, and removal of form for | 6.00sqm
33. Suspended floors ,roofs landings, balconies and access plateform with water proof
ply 12 mm thick with all complete

Steel reinforcement for R.C.C work including straightening , cutting, bending, | 257.00 kg
34. placing in position and binding all complete upto plinth level Mild steel and Medium
Tensile steel bars with all complete

Dismantling, door, windows and clerestory windows ( steel or wood) shutter | 8.00 each
3% including chowkhats, architrave, holdfasts etc. complete and stacking within 50
metres lead of area 3 sq. metres and below with all complete

Kota stone slabs 20mm thick in risers of steps, skirting, dado and pillars laid on 12 | 154.35 sqm
mm ( average) thick cement mortar 1:3 (1 cement :3 coarse sand) and jointed with
grey cement slurry mixed with pigment to match the shade of the slabs, including
rubbing and polishing complete with all complete.

36.

(Quantity may increase or decrease during execution of work)

The works will be executed under supervision of Site- In-Charge_as per approved specifications The
archaeological norms will strictly be followed during whole process of works .

The execution of work will be done Khekhparta Distt.- Lohardaga. The tenderers who do not deposit
Earnest Money as mentioned above along with the tender forms in favour of the Superintending
Archaeologist, ASI, Ranchi Circle, Payable at Patna in shape of Demand Draft/ Banker’s Cheque,
will be summarily rejected. No tender shall be entertained after the deadline under any circumstances
what so ever. The tender form may be downloaded from CPP  Portal
https://eprocure.gov.in/eprocure/app and eligible bidders may upload their tender documents online
only at CPP Portal https:/eprocure.gov.in/eprocure/app (w.e.f. 25.03.25 to 14.04.25) which will be
cepted along w1th ender fee in shape of Demand Draﬁ / Bankers’s Cheque of Rs. 500/- only in

: Bid is of two cover system- Cover 01: Technical bid and Cover 02: Financial bid.
ill contain valid EMD, Cost of tender paper, copy of experience certificate, registration
Card, authenticated proof of turnover amount, Income Tax Returns etc. All documents

: rbldder positively. Technical / Financial Bid of tender will be opened at Office of the
Archaeologlst Archaeological Survey of India, Ranchi Circle, Jain Villa, Near Guru

“~__Nanak_Sefg6],P.P. Compound, Ranchi —834001 in the presence of bidders/ authorized representative of
b&dﬁﬂ@iﬁey may wish to be personally present.

| The Financial bid of bidders who have qualified in the Technical bid, will be opened only and
rest will be rejected. The opening of Financial bid (Cover — 02) will either on same day or intimated later
on as decided by the competent Authority.



Credentials_and Eligibility of the bidders shall be assessed based on the “Essential qualifying
Criteria” as per_Annexure- A

ASI reserves the right to amend or withdraw any of the terms and conditions contained in the
Tender Document or to reject any or all tenders without giving any notice or assigning any reason. The
decision of the Superintending Archaeologist, ASI, Ranchi Circle in this regard shall be final and
binding on all parties in all circumstances.

Superintending Archaeologist
Archaeological Survey of India
Ranchi Circle, Ranchi

for and on behalf of the President of India
Copy to:

1. Notice Board, ASI, Ranchi Circle, Ranchi.
2. The Web Manager, ASI, 24 Tilak Marg, New Delhi.




SCOPE OF WORK AND GENERAL INSTRUCTIONS F OR TENDERERS
2

The Superintending Archaeologist, Archaeological Survey of India Ranchj Circle, Ranchi
invites online item rate E-Tender with specification from contractors registered with CPWD,
Railways, P. & T. Department, M.E.S.. Local PWD, Irrigation Department or reputed and duly -

Dwarf wall, grill fencing of Ancient Shiva Temple at Khekhparta Distt.-
Lohardaga.

The Contractor/Finns/Agencies should have certificate for Income Tax Returns.

The Contractor/Firms/Agencies should have GST Registration Number.

The Contractor/F irms/Agencies should be registered with labour department.

The Contractor/F irms/Agencies should have working network in Jharkhand.

The Average Annual Financial Turnover of the Contractor/F irms/Agencies during the last three
years, ending 31* March of previous financial year should be at least 30% of the estimated cost.
The Contractor/Firms/Agencies should have good experience certificate of having successfully
completed similar works during last 7 years ending last days of previous month to the one in
which application is invited.

8. The Contractor/F irms/Agencies should have financial standing through latest LT.C.C, Annual
report (Balance sheet and profit & loss account) of last three years.

9. The tendering Contractors/Suppliers/F irms/Agencies are required to enclose photocopies of the
following documents along with the tender documents, failing which their bids shall be
summarily/ out-rightly rejected and will not be considered any further:-

a) Contractor registration certificate from CPWD, Railways, P. & T. Department, M.E.S.,
Local PWD, Irrigation Department or reputed and duly registered firm/agency under
companies Act,2013 etc. having experience of similar kind of services with
documentary proof.
b) Copy of PAN card.
¢) Copy of IT return filed for the last three assessment years along with proof of annual
turnover of the firm for last three years,
d) Copies of the GST registration certificate along with latest GST Returns and/ or GST
ECRs of last four Quarters filed with the authority..
€) Copy of registration with labour department.
f) Copies of the EPF and ES] Registration certificates
g) The Contractor/Finns/Agencies should have financial standing through latest ET.CC,
Annual report (Balance sheet and profit & loss account) of last three years
h) Declaration regarding black listing as per format attached.
i) Experience certificate of having successfully completed works during last 7 vyears
ending last days of the month previous to the one in which application is invited.
9. Before execution of work contractor must sign the agreement in this office along with security
=" deposi

7 410,

DUk

~1
.

A

Rls/ progress pertaining to this work will be supervised /checked.

(2Pysit/ Performance Bank Guarantee (PBG) will be 3% of total awarded value from
Nationalizg@Banks only with minimum six (06) months validity after the completion of the
work. Undeéyr p¢ circumstances bank guarantees from Co-operative Banks will be accepted.

12. Conditional bid§ shall not be considered and will be out rightly rejected in the very first instance.

13. All entries ¢ tender form should be legible and filled clearly. If the space for furnishing
informatioy nsufficient, a separate sheet duly signed by the authorized signatory may be
(€30, 0verwriting or cutting is permitted in the Financial Bid form. In such cases the

_ﬁbﬁ ‘be summarily rejected. However corrections if any, in the Bid application must be

3 aledby the person authorized to sign the tender Bids.

14, In"case of the above provision are violated, the company shall be liable to be blacklisted from
the Government of India,

15. The tenders will be opened at office of Superintending Archaeologist, Archaeological Survey of
India, Ranchi Circle, Jain Villa, Near Guru Nanak School, P.P. Compound, Ranchi -3834001.

16. Tenders from Joint ventures are not acceptable.

17. Tenderers should have satisfactorily completed similar nature of work.
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18.

19.

20.

21.

22.

23.

24.

The agency will ensure that it is complying with all statutory liabilities relating to taxes,
payment of minimum wages and other statutory liabilities.

ASI shall have the right to ask for removal /replacement of any person deployed by the agency,
who is not found to be suitable and orderly in the discharge of his/her duty.

The agency staffs/labours shall carry out duties as entrusted to them by ASI from time to time
under the supervision of site In-charge.

Each page of the tender documents including NIT must be signed and stamped by the bidders.
The awarded agency will make all payment to suppliers, outsourced labours and other statutory
liabilities without fail. The ASI, Ranchi Circle will make payment to awarded agency through
electronically, after performing all codal formalities subject to budget availability.

Bidders, who_are_exempted from submitting Tender Fee/EMD, will submit copy of their
exemption certificate (MSME/NSIC/Others) to the SA, Ranchi Circle before the date and time
of opening of tender, otherwise their bids will not be entertained on e-portal.

The Superintending Archaeologist, Archaeological Survey of India, Ranchi Circle, Ranchi
reserves the right to cancel any or all the bids without assigning any reason.

Superintending Archaeologist
ASI, Ranchi Circle, Ranchi

11




APPLICATION FOR TENDER

—

- Name of Tendering Company/ Firm/ Agency:
(Attach Certificate of registration)

2. Name of Proprietor/ Director of Company/ Firm/Agency:

3. Full Address of Regd. Office:
Telephone No:
Fax No. :
E-mail Address:
4. Full Address of Operating Branch:

Telephone No:
Fax No. :
E-mail Address:

(b)Telephone Number of Banker

6. PAN/ GIR No.
(Attach attested copy)

7. Service Tax Registration No/ GST Registration,
if any (Attach attested copy)

8. E.P.F. Registration Number,
if any (Attach attested copy)

9. E.S.I. Registration Number,
if any (Attach attested copy)

10. Financial turnover of the Contractor/Firmngency for the last three financial years with
documentary proof thereof. (Attach separate sheet if space provided is insufficient):

Financial Year Annual turnover Amount (Rs.Lakhs) | Remarks, if any

12



I'1. Give details of the major similar contracts handled by Contractors/Firms/Agency during the last
seven years in the following format with documentary proof thereof:

Sl
No.

Details of client Along, address,
Telephone and Fax
No.

Amount value
of contract (Rs.
In Lakhs)

Duration of contract

From To

(If the space provided is insufficient, a separate sheet may be attached)

12. Full Address of Regd. Office (In Jharkhand),if any:

13. Additional information,
If any (Attach separate sheet if required)

Certified that all information furnish is true to the best of my/ our knowledge and
belief. If any information found false, the tender will be summarily rejected by the
Competent Authority of Archaeological Survey of India, Ranchi Circle, Ranchi and action
will be taken as per rules.

Date:
Place:

13

Signature of Contractor

Name:
Address:

Seal:







